DESOTO, INC.
T MATERIAL SAFETY DATA SHEET NPCA 1-72
* FOR COATINGS, RESINS, AND RELATED MATERIALS
(ﬁPPRQVCD BY US DEPARTMENT 0OF LAEOR "ESSENTIALLY SIMILAR™ TO FORM OSHA-20)
SECTION I

DE)UTS, INC. 1700 S. MT., PROSPECT ROAD
ADMINISTRATIVE AND RESEARCH CENTER DES PLAINES, ILLINDOIS 60018
EMERGENCY TELEPHONE (312) 391-3000 DMS 2115+~ '/3455
SS
PROGUCT CLASS MANUFACTI FRS CBCE IDENTIFICATION
MOODIFIED POLYESTER 824X315
TRADE NAME SUPER DESCOTHANE DATE OF PREPARATION 09/716/82

SUPERSEDES 06/15/782 MSDS

sesiogsckBooosiokioksksoesksieioiisk SECTION II-HAZARDGOUS INGREDIENTS esmokiolsiieiadociioiokiokioidasiioisk

INGREDIENT % BY3 TLV VAPOR
WEIGHT pPPM MG/CUM LEL PRESSURE
3 20 DEG C
BUTYL ACETATE 10.0 150 710 1.7 8.0
2-ETHOXYETHYL BCETATE-SKIN ok 20.0 50 270 1.8 2.0
ETHYL ACETATE < 5.0 400 1400 2.2 76
TETHYL ISOSUTYL KETONE-SKIN 10,0 59 205 1.4 15
LEADG CHROMATE PIGMENT 30.0 0.05 AS PB,0.05CR NA NA
SILICA-AMORPHOUS < 0.5 6 TGTAL NA NA
ORGANDG TIN COMPOUND-SKIN < 0.1 0.1 AS SN NA NA

% PERCENT BY WEIGHT:
TO NEAREST 5%, PLUS OR MINUS 5%, FOR SUBSTANCES 5-95%3;
<5.0 FOR SUBSTANCES 0.5-5.0%;
<0.5 FOR SUBSTANCES 0.0-0.5%.

k) ACGIH NOTICE OF INTENDED CHANGE, 1982% TLV-TWA=5PPM NE NOT ESTASLISHED
NA NOT APPLICABLE
sesiomicosniaoiosoioieieiiok SECTION ITI~-PHYSICAL DATA ekecionsioisksiokioksokoksiokidoilokioisis):

PROPERTY MEASUREMENT
BOILING RANGE 171.0 10 313.0 DEG F. 77.0 T2 156.0 DEG C.
2760 MM HG
VAPOR DENSITY X HEAVIER LIGHTER THAN AIR
AEIGHT PER GALLON 11.2 LBS.
PERCENT VOLATILE BY VOLUME 63.0

EVAPCRATION RATE FASTER X SLOWER THAN ETHER
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sl ooR s SECTION TV-FIRE AND EXPLOSION DATA st sssoksotsokioon

G387 CATEGGRY FLAMMABLE LIGQUID FLASH PDINT 31.0 DEG F.
dSHA CATEGORY FLAMMASLE LIQUID-CLASS I 8 (CLOSED CUP) -0.6 DEG C.
LOWER EXPLOSIVE LIMIT SEE II

EXTINGUISHING MEDIA: USE MATIONAL FIRE PROTECTION ASSOCIATION CLASS B8
EXTINGUISHERS (CAR3ON DICXIDE, DRY CHEMICAL GOR FCAM).

UNUSUAL FIRE AND EXPLOSION HAZARDS: KEEP CONTAINERS TIGHTLY CLOSED. ISOLATE
FROM HEAT, ELECTRICAL EQUIPMENT, SPARKS AND OPEN FLAME. CLOSED CONTAINERS MAY
EXPLODE WHEN EXPOSED TC EXTREME HEAT. DO NOT APPLY TO HOT SURFACES.

SPECIAL FIRE FIGHTING PROCEDURES: WATER SPRAY MAY BE INEFFECTIVE. WATER MAY
3€ USED TO COOL CLOSED CONTAINERS TC PREVENT PRESSURE SUILD-UP AND POSSIBLE
AUTO IGNITION OR EXPLOSIAN WHEN EXPOSED TO EXTREME HEAT. IF WATER IS USED, FOG
NOZILES ARE PREFERABLE. WEZAR NIDSH APPROVED SELF-CONTAINED BREATHING APPARATUS
AND PROTECTIVE CLOTHING TG PREVENT CONTACT WITH SKIN.

socotsopoooecooois SECTION V-HEALTH HAZARD DATA sekmsiclmicomskiotiooi

TARESHOLD LIMIT VALUE: SEE IT (NOT ESTABLISHED FDR PRODUCT)

EFFECTS QF DVEREXPOSURE:R

INHALATION: ANESTHETIC., IRRITATION OF THE RESPIRATCORY TRACT 0OR ACUTE NERVOUS
SYSTEM DEPRESSION CHARACTERIZED 3Y HEADACHE, DIZZINESS, STAGGERING GAIT,
CONFUSIGN, UNCONSCIOUSNESS DR COMA.

SKIN OR EYE CONTACT: PRIMARY IRRITATION.
OTHER HEALTH EFFECTS:

REPRODUCTIVE AND gLOOD DISORDERS AND B8IRTH DEFELTS HAVE BEEN G8SERVED IN
TESTS ON LABORATORY ANIMALS WITH 2-METHOXYETHANDOL, Z2-ETHOXYETHANOL, AND
2-ETHOXYETHYL ACETATE. BECAUSE THIS PRODUCT CONTAINS AT LEAST ONE QF THESE
SOLVENTS, HANDLING PRECAUTIONS AS OQUTLINED IN SECTIONS VIII AND IX SHOULD BE
CAREFULLY FOLLOWED T2 AVDID OVEREXPOSURE.

EMERGENCY AND FIRST AID PROCEDURES: INHALATIONS: REMOVE FROM EXPQOSURE.

ESTORE BREATHING. KEEFP WARM AND QUIET. NOTIFY A PHYSICIAN. SKIN CONTACT:
WASH AFFECTED AREAS WITH WATER. REMOVE CONTAMINATED CLOTHING. CONSULT A
PHYSICIAN., EYE CONTACT: FLUSH WITH WATER FOR 15 MINUTES., CONSULT A PHYSICIAN.
INGESTION: CONSULT A PHYSICIAN.
sesoiooloioosiooreskgiors SECTION VI-REACTIVITY DATA  seisiowskdoiksiksksiiokioliakiokioliorini:
STABILITY: UNSTARLE X STABLE
INCOMPATIBILITY (MATERIALS T AVIID):

HAZARDOUS DECOMPOSITION PRIODUCTS:
PRODUCTS OF COMABUSTION ARE HAZARDOUS

HAZARDOUS POLYMERIZATION: MAY OCCUR X WILL NOT DCCUR

CONDITIONS TO AVDID:

BOE-C6-0190045
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ek ok solor ok SECTINN VII-SPILL DR LEAK PROCEDURESssiocisisiooiol kool sikoksok

STEPS TG BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: REMOVE ALL SOURCES
QF IGNITION. AVOID BREATHING VAPORS. VENTILATE AREA., REMOVE WITH INERT
ABSORBENT AND NIN-SPARKING TOOLS.

WASTE DISPOSAL METHODS: DISPISE IN ACCORDANCE WITH LGCAL, STATE AND FEDERAL
REGULATIONS. INCINERATE IN APPROVED FACILITY. DO NOT INCINERATE CLOSED
CONTAINERS.

st ok S ECTIAON VIITI-SPECIAL PROTECTION INFORMATION stseedksesioksoksionsiiotsko

RESPIRATORY PRUOTECTION:

IF EXPOSURE EXCEEDS DCCUPATIONAL EXPOSURE LIMITS INDICATED IN SECTION II USE
NIGSH APPROVED JRGANIC VAPOR RESPIRATOR. IN CONFINED AREAS USE NIDSH APPROVED
AIR LINE TYPE RESPIRATORS R HODDS.

VENTILATION: WHERE EMPLOYEES MAY BE EXPOSED, PROVIDE GENERAL OILUTION OR LOCAL
EXHAUST VENTILATION IN VOLUME AND PATTERN TO KEEP TLV OF HAZARDOUS INGREDIENTS
IN SECTION II BELOW RECOMMENDED (ACGIHD 0OR REGULATED (OSHA) LIMIT. WHERE
EMPLOYEES WILL NOT BE EXPOSED, KEEP LEL IN SECTION II BELOW 25% 0OF LIMIT

PROTECTIVE GLOVES: BUTYL RUBBER PREFERRED. NEOPRENE OR NITRILE ACCEPTABLE.
EYE PROTECTION: SPLASH PRUDF GOGGLES AND/OR FACE SHIELD.
OTHER PROTECTIVE EQUIPMENT:

PROTECTIVE CLOTHINSG SUCH AS BUTYL, NEOPRENE, OR NITRILE RUBBER APRON ACCEPTABLE.
A SAFETY SHOWER, AN EYE BATH, AND WASHING FACILITIES SHOULD BE AVAILABLE.

cokiooooclosooookiooooil SECTION IX-SPECIAL PRECAUTIONS sokscisiiokdoikkkokdkksikk ki
PRE CAUxIrNS TS BE TAKEN IN HANDLING AND STORING: 00 NOT STORE ABOVE 120 DEG. F.
STORE LARGE QUANTITIES IN BUILDINGS DESIGNED FGOR STORAGE (OF FLAMMABLE LIQUIDS.

OTHER PRECAUTIONS: DT NOT TAKE INTERMALLY. CONTAINERS SHOULD BE GROUNDED
WHEN POURING. AVDID FREZE =aALL OF LIQUID IN EXCESS OF A FEW INCHES.

CONTAMINATED CLOTHING SHOULD BE WASHED BEFIRE REUSE

DO NOT SAND, FLAME CUT, BRAZE DR WELD THE DRY CODATING WITHOUT NIOSH
APPRCVED RESPIRATOR OR APPROPRIATE VENTILATION.

DBSERVE PRECAUTIONARY LABEL WARNINGS.

PREPARED BY R. 4, PROKGP
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